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02.013 석유제품

규격번호 규 격 명 시험범위

KS M 2010:2008
원유 및 석유제품 인화점 시험방법 - 

태그 밀폐식 시험방법
 (0 ~ 93) ℃

KS M ISO 3104:2008
석유제품 – 투명 및 불투명 액체 – 

동점도 시험방법 및 점도 계산
(1 ~ 2 000) ㎟/s

KS M 2027:2010
원유 및 석유제품 - 황분 시험방법

(1 ~ 8 000) ㎎/㎏
8. 자외선 형광 분석법

KS M 2408:2003
자동차용 가솔린 함산소 화합물 

시험방법(가스크로마토그래프법) 

∙ 에테르 : 
(0.10 ~ 20.0) 질량분율 %

∙ 알코올 : 
(0.10 ~ 12.0) 질량분율 %

KS M 2411:2011 경유의 필터막힘점 시험방법 (-35 ~ +15) ℃

KS M ISO 

2719:2016

인화점 시험방법 - 펜스키마텐스식 

밀폐컵 시험방법
 (40 ~ 370) ℃

KS M ISO 

3405:2011

석유제품 – 대기압에서의 증류특성 

시험방법
 (0 ~ 400) ℃

KS M ISO 

7941:2003

상업용 프로판 및 부탄 - 

가스크로마토그래피에 의한 조성 분석
0.1 질량분율 % 이하는 제외

KS M ISO 

8754:2003

석유제품 - 황분시험방법 - 에너지 

분산 X-선 형광분석법
(0.01 ~ 5.00) 질량분율 %

KS M ISO 

10370:2014

석유제품 - 잔류탄소분 시험방법 - 

마이크로법
(0.01 ~ 30.0) 질량분율 %

KS R ISO 

12156-1:2016

디젤연료 - 고진동 왕복 리그를 

이용한 윤활성 평가 - 제1부 : 시험방법
(20 ~ 700) μm

KS M ISO 

12185:2003

원유 및 석유 제품 - 밀도의 측정 - 

진동 U-자관법
(600 ~ 1 100) ㎏/㎥

ASTM D56-16a
Standard Test Method for Flash 
Point by Tag Closed Cup Tester

 (0 ~ 93) ℃

ASTM D86-17
Standard Test Method for 
Distillation of Petroleum Products at 
Atmospheric Pressure

 (0 ~ 400) ℃

02. 화학시험
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규격번호 규 격 명 시험범위

ASTM D93-16a 
Standard Test Methods for Flash 
Point by Pensky-Martens Closed Cup 
Tester

(40 ~ 370) ℃

ASTM D4052-18
Standard Test Method for Density, 
Relative Density, and API Gravity of 
Liquids by Digital Density Meter

 (600 ~ 1 100) kg/m3

ASTM D4294-16ε1

Standard Test Method for Sulfur in 
Petroleum and Petroleum Products 
by Energy Dispersive X-ray 
Fluorescence Spectrometry

(17 ~ 46 000) ㎎/㎏

ASTM D4815-15b

Standard Test Method for 
Determination of MTBE, ETBE, TAME, 
DIPE, tertiary-Amyl Alcohol and C1 
to C4 Alcohols in Gasoline by Gas 
Chromatography

∙ 에테르 : 
(0.10 ~ 20.0) 질량분율 %

∙ 알코올 : 
(0.10 ~ 12.0) 질량분율 
%

ASTM D5191-15
Standard Test Method for Vapor 
Pressure of Petroleum Products 
(Mini Method)

(7 ~ 130) kPa

ASTM D5580-15

Standard Test Method for 
Determination of Benzene, Toluene, 
Ethylbenzene, p/m-Xylene, o-Xylene, 
C9 and Heavier Aromatics and Total 
Aromatics in Finished Gasoline by 
Gas Chromatography

∙ Benzene : 
(0.10 ~ 5.0) 부피분율 
%

∙ Toluene : 
(1 ~ 15) 부피분율 %

∙ AromaticC8 : 
(0.5 ~ 10) 부피분율 %

∙ C9heavierAro : 
(0.5 ~ 10) 부피분율 %

ASTM D6667-14

Standard Test Method for 
Determination of Total Volatile 
Sulfur in Gaseous Hydrocarbons and 
Liquefied Petroleum Gases by 
Ultraviolet Fluorescence

(1 ~ 100) ㎎/㎏

ASTM D6749-02
Standard Test Method for Pour 
Point of Petroleum Products 
(Automatic Air Pressure Method)

(-57 ~ +51) ℃

ASTM D2163-14ε1

Standard Test Method for 
Determination of Hydrocarbons in 
Liquefied Petroleum(LP) Gases and 
Propane/Propene Mixtures by Gas 
Chromatography

 C1 ~ C5 :

 (0.01 ~ 100) vol %
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KS M 2612:2017

 자동차용 휘발유

  5.3 증류성상  (0 ~ 400) ℃
  5.9 황분  (1 ~ 8 000) mg/kg

  5.15 산소함량

∙ 에테르 :
  (0.10 ~ 20.0) 질량분율 %
∙ 알코올 :
  (0.10 ~12.0) 질량분율 %

  5.16 메탄올 함량
 알코올 :
 (0.10 ~12.0) 질량분율 %

 KS M 2610:2015

 경유
  5.2 유동점  (-57 ~ +51) ℃
  5.3 인화점  (40 ~ 250) ℃
  5.4 동점도  (1 ~ 2 000) mm2/s
  5.5 증류성상  (0 ~ 400) ℃
  5.6 잔류탄소  (0.01 ~ 30.0) 질량분율 %
  5.8 황분  (0.030 ~ 5.00) 질량분율 % 
  5.13 필터막힘점  (-35 ~ +15) ℃
  5.14 윤활성  -
  5.15 밀도  (600 ~ 1 100) kg/m3

 KS M 2613:2012

 등유

  4.2 인화점  (0 ~ 93) ℃
  4.3 증류성상  (0 ~ 400) ℃
  4.4 황분  (1 ~ 8 000) mg/kg

 KS M 2614:2017

 중유
  5.2 인화점  (40 ~ 250) ℃
  5.3 동점도  (1 ~ 2 000) mm2/s
  5.4 유동점  (-57 ~ +51) ℃
  5.5 잔류탄소분  (0.01 ~ 30.0) 질량분율 %

  5.8 황분  (0.030 ~ 5.00) 질량분율 %

끝.


